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TECHNICKÝ LIST

Číslo:  38933

Název produktu: Instalatérská teflonová páska

Aplikace: Těsnění závitů

Výhody:

Bez zápachu, odolná proti vysokým teplotám

Odolnost proti korozi

Zabraňuje úniku spojených v místech vysokých teplot, tkaku, oleje, vody a plynového potrubí

Složení výrobku:

Lepidlo: PTFE (Teflon)

Barva: Bílá

Standartní rozměry:

Délka: 10M

Šířka: 19mm

Tlouštka: 0,075mm

Vlastnosti:

Maximální protažení (%): 50

Tepelná odolnost: 180° C

Podmínky skladování:

Páska by měla být skladována v originálním balení mimo dopad přímého slunečního záření a 

umístěna na čistém a suchém místě při teplotě 20°C±5°C.
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TECHNICAL DATA SHEET

Item no.: 38933

Item name: Teflon tape

Typical Applications: Thread seal

Advantage and benefits:

Non-smell, heating resistance

Corrosion resistance

Prevent leakage in the connected place of all high-temperature, high- pressure, oil, water, gas pipe

Construction

Backing: PTFE (Teflon)

Color: White

Standard size

Length: 10M

Width: 19mm

Thickness: 0,075mm

Physical properities

Elongation: 50%

Operation temperatures: 180° C

Storage and usage conditions:

Stored in original packaging, 20°C±5°C, <20%RH, away from direct sunlight.

Surface should be clear ,dry,free of grease,oil or other contaminants.


